ysiulg {Movg

: 0B
Spieu0 ou _Momm ., | oosvz 4 LB} JAUI0 SI0I0D Plepuels y|) paleo] 1opmod | Xd3-(DI/LA)-uv ¥0BY 237 0130 _mw__u_ >w5
+5T -00'7CS SH0'A ¥T-l "JUNO PUNOID)-U| JO BOBHNG “HIEY DIy o
aB.eyD) ON $4oeY . Usiul4 Mg pejec) 18pMod ~ - HoeY
+67 '00'vzg soey pz-L | OO vz $ ¢ ‘JUNORY PUNOI)-u| 10 SBIBHNG “OBY dIy X (Ol L4)r-uv OB 9l 0130 [enprapuy
afilzyn ON SYoEY . ysitig pazieaes ’ ; HoeyY
+57 00028 ey vz-L | 00 ¢ $ ¢ ‘Junoyy pUnoIS-uf JO @BHNS HoeY DIY NO-(OILI)dY e v 080 {EnpIApU|
) ysiul4 (M2v1g
ableyn oN yoey . NoeY HOBY
. . _ 0oskL $ Z uey} JSU30 SI0j00 plepugls ¢l) pajeosd Japmod Xd3-{Di/14)-1a
+G2 00 PZ% SWORY tvE-L JUNOWY PUNOIE)-UT 10 BOBJNG SOBY UMOIIMOC] umolumeq oJaQg [ENRIALPU|
abieyp oN :syoey } USIUL MDY1E PBlE0Y 19PMO ) ) ey o'y
+62 ‘0058 e yz-, | 00V 8 ¢ “Junojy puncIS-uj 1o svepng ey umaumeg | X9 OHLILA b smegoeg | renpiipy
abieys oN SYorY . HSIUly poziueARD) ) N yoey yoey
+GZ 00°02¢ $30eY pT-l oo'sylL § ¢ JUACI PUNOGIS-U] 1O S0BUNG "YOBY UMOIUMOG AO-(OULH)-1a UMORIMO(] Clo( |enplalpuj
ysiuld (H0vTg ueus Jaulo
abieyn oN syoey . . aenbg .z ¥oEN
e . _ oDeEgL % c S10|02 PIBPUEIS 1) PEJEOD) 130MOd JUNORY XdI-(DH12)-MmS "
*GC -00'CES “SH0BY pe-L pUNoIS)-U) 10 B0BLNG '‘S1ENDS |7 ¥OBY DAIBMS HoBY SaMS olaq lenplalpul
afileyn ON S$¥0eY . YsiUl4 MOV PRIECD JapMod JUNopy 212nbg N NoENH
+G7 ‘00728 SMOBY F2-1 0o'eck 8 4 puncigy-uf 1o aseung ‘alenbs ,z 3oy snamg XlFHOULD-MS yoBY BAamg 01aQ [enpiapu|
ableyn oN syoey . Ysitid PaZIUBAES) UNOW alenbg .2 WOBY
+G7 00028 ‘S$H0BY Fo-l 0oee) § ¢ punoJs-uj 10 8ceUNg ‘alenbs 7 yoey anemg AD-(DI/LH)>MS HoBY SABmMSG 0Jag {BNPIAIPU|
Lt iseag i u_.:.:.._.. ”._.. .__.::.q.,...hm%._ ‘_.._.hnmu«wo.. :
- Kieanag pue Buiddiyg: | iadison | Aoedeg

Juawdinby’

‘03 ey ayig 013q




DERO@IHKE RACKS

SW ERVE RACK
« High security e
. lhe;(rehéivg bike fmrk.ihﬁ :

* Several wmounting or"{'iahé available

The design of the Dero Swerve mirrors the bike frame, thus
providing superior bike support while making it easy to secure
both the bike frame and wheel with a standard u-lock. Dero
Swerve Racks are popular with architects and universities

because of their aesthetic design and space efficiency.

| www.derz.com 1.820.298.49|
] www.d p20.299.4915
o
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;W Specifications and Space Use

Product Dero Swerve Rack
As manufactured by Dero Bike Racks
Capacity 2 Bikes
Materials 1,9" QD schedule 40 pipe
5
Finishes An after fabrication hot dipped galvanized finish is
our standard option. 250 TGIC powder coat colors,

thermoplastic coating, PYC dip, and stainless steel finishes
are also available as alternate options.

Our powder coat finish assures a high level of adhesion
and durability by following these steps:

1. Sandhlast

2. Egoxy primer electrostatically applied

3. Final thick TGIC polyester powder coat

Stainless Steel: 304 grade stainless steel material finished
in either a high polished shine or a satin finish,

In ground Surface
Installation In ground mount is embedded into concrete base. Specify
Methods In Ground Mount for this option.
@ Foot Mount has two 2.5"x6"x.25" feet with two anchars

per foot, Specify Foot Mount for this option,

Rail Mounted Swerves are holted to two parallel rails
which can be left freestanding or anchored to the ground.
Rails are heavy duty 3"x1.4"x3/16" thick galvanized
mounting rails. Specify Rail Mount for this option.

Space Use and  Wall Setbacks:

For Swerves set perpendicular to a wall:
Mirimur: 28"

-~ Setbacks For Swerves set parallel to a wall:
e
//:///'5'\\\\\ = Minimum: 24"
Lk e Recommended: 36"
R o

Distance Between Racks:
Minimum: 24"
Recom_mended: 38"

Street Setbacks:
Minimum: 24"
Recommended: 36"

DO 12O @ BIKE RACEKS ( [g WWW.derez.comm @ |-9L7-258-49]5
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;W Installation Instructions - Surface Mount

Tools Needed for Installation

Tape Measure

Matker or Pencil

Masonry Drill Bit

Drilf (Hammer drill recommended)
Hammer

Wrench 9/16"

Level 5

Concrete Spike Wedge Anchor Titen Anchor
Recommended Base Materials:

Standard Anchor Types

Sofid concrete is the best base material for installation. To ensure
the proper anchors are shipped with your rack, ask your Dero Rack
representative which anchor is appropriate for your application. Be
sure nothing is underneath the base material that could be damaged
oy drilling.

Installation:

3/8" anchors are shipped with the rack. Place the rack in the desired
iocation. Use a marker or pencil to autline the holes of the flange onto
the base material. Drill the holes in accordance with the specifications
shipped with the anchors, Make sure the holes are at least 3" away
fram any cracks in the base material, Use washers to level rack if
necessary. Tap in anchors and follow your specific anchor instructions
provided with the rack.

 Use washers
i tolevel rack

{Anchors will vary according
to instalf surface)

Tamper Resistant Fasteners

The concrete spike is a permanent anchor. The top of the wedge ancher
can also be pounded sideways after installation so that it cannot be
removed. Other tamper resistant fasteners are also available for purchase,

When using the special tamper resistant nuts, always set and first tighten ‘ 3

the anchars. Once the rack is installed, replace two nuts from the bracket Breakaway Mt 5"”2@5;{’}?&”" Triple-siot Nut
{opposite sides from each other} with the tamper resistant fastener. DO
NQOT OVERTIGHTEN the tamper resistant nut,

Concrete Spike

C O\‘\:) If you have any questions about installation or other features of the
Swerve Rack, please cafl us tol} free at 1-800-298-4915

DO @ BIKE RACEKS ( ) www.derscom &% 1-por-290-4915
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SEETTIAT AT G 15tz lation instructions - In Ground Mount

Tools Needed for Installation

Level Hole coring machine with 4" bit

Cement mixing tub Access to water hose

Shovel Materials to build brace (see “Install Tip"” at
Trowel bottom of page)

Installing into Existing Sidewalk - Core 4" diameter

wog " " . holes 10 deep
Core holes no less than 3" diameter (4" reccmmended) and 10" deep into

sidewatk, Fill holes with Por-Rek or epoxy grout. Place Swerve Rack into
holes, making sure the rack is level. 23"-36" of the Swerve Rack should
remain above the surface. If the Swerve Rack is less than 33" high, it will
nct support the bike adequately. Make sure the rack is fevel and held in
place until the grout has set,

p—

/

Installing Into a New Sidewalk:

1 Final grade level

Sleeve Method:

.

Place corrosion resistant - > Note: Sleeve shoufd have profile

sleeve {min. 3" inside  FTTERTTRIIITIEI O to keep it from coming locse

diamete r) in sand pour S from .hardened coqffre. l
bed in exact location b Sand pour bed - 6
whare rack will be installed, ‘

Make sure top of sleeve is

at same level as desired

finished concrete surface,

Fill sleeve with sand to

keep it in place and prevert

. . \ v Poured concrete
it from filling with concrete. L (7" deep)

a Pour concrete and allow
to cure.

a After appropriate cure time,
dig out sand from skeeves
and insert racks, making
sure they are level and at ..
the appropriate height, /=
Pour in Por-Rok or epoxy
grout and allow to set.

. INSTALLTIP

An easy way 10 brace the Swerve Rack
while the grout sets is to bolt two tx4"
boards together al one end and damp
them onta the legs of the Swerve Rack
like a clothes pin.

DO BIKE RACEKS K i WWW.ders.com o 1-000-290-4915
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;M Rail Mounted Swerve Racks

Rail Mounted Swerves

Rail mounted Swerve Racks are standard foot mounted Swerve Racks
attached with belts to a rail as in the diagram at left. Rail mounted
racks provide more flexibility than other mounting options while
previding the same degree of security.

Rail mounted Swerve Racks can be left freestanding, or they can be
anchored to the ground using severa! anchors. This option allows
for easier snow removal and sweeping, Installation of Rail mountad
Swarves is also much less expensive thar embedding the racks into
the ground.

- Anchor runs through
rail into base install

* Note: Though racks may be painted, the rails will remain with only
a galvanized finish

surface
Advantages to rail mounted Swerve Racks:

*» [asier and inexpensive installation

* Can be left freestanding or anchored to the ground

» Easier to remove for sweeping and snow removal

Applications where Rail Mounted Swerves work best:

* Instaliation to pavers

= Asphalt installations

¢ Ground, dirt, or mulch

* Situations where the rack needs to be moved occasionally
3 Swerves
76" Long
Parks 6 Bikes
4 Swerves
108" Long
Parks 8 Bikes
5 Swerves
146 Long
Parks 10 Bikes
6 Swerves
181" Long

Parks 12 Bikes

OO BIKE RACKS ( ) www.derceom &3 i-pr7-190-4915
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;W Instaliation Instructions - Rail Mount

Tools Needed for Installation:

9/16" Socket set

Two 47x4"x28" {or larger) blocks

4 bolts, nuts and washers for every Swerve (included with rack). If using a
tamper resistant nuts, install two tamper resistant nuts with each rack.

Installation Steps

n Lay out the two channel beams where the rack will be placed. Place the
two beams on top of the two blacks of wood so that the open part of the
channel faces the ground.

Place Swerve Racks on beams sc holes in rack flanges line up with beam
siots

Put bolts through Swerve Rack flange holes and beams so bolt head faces
up. HAND tighten the nuts using new flange nuts,

Once nuts are on, tip assembled rack over and use a 9/16" socket to
tighten nuts. Before fully tightening nuts, make sure the racks are straight
on beams. If using tamper resistant nuts, use access tool to tighten nuts,
Do not overtighten the tamper resistant nuts. Tip rack upright,

Anchoring the Rails

To anchor the 1alls to concrete, place 3.75" wedge anchor through holes
in the rail into the concrete. Secure with nut.

‘“. T Wedge anchor runs
! through rail into
concrete

Holes for mounting to surface
{if necessary)

DO BIKE RACKS K ) www.derscom 83 1-po7-290-4915



LR

7 i
WHN

The Dero Downtown Rack uses thick, square-tube construction

that can’t be cut with a pipe cutter. The extended width of the

Dero Downtown Rack makes for easy bike parking by giving the
bike full support and multiple locking points for a u-style bike
lock. Break-a-way nuts or concrete spike anti-theft hardware

options are included with the Dero Downtown Rack.

Your Logo Here!

We can include your organization's
logo in the center of a specially
designed Dero Downtown Rack.

Contact us for more details on this
unique option.
DEERO@BIKE RACKS

[a";] WWW.derz.com |.822.299.49|5
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}}?(j‘ DOWNTOWN RACK Specifications and Space Use

Product
Capacity

Materials

Fﬁ-"

Finishes

Installation
Methods

R

In ground

Space Use and
Setbacks
AR

DWW r@. BIKE RACKS ( gl WWW.ders.com o3

Dero Downtown Rack
As manufactured by Dero Bike Racks

2 Bikes

2" % 2" % 3/16" tube

An after fabrication hot dipped galvanized finish s
our standard option. 250 TGIC powder coat colors,
thermoplastic coating, PYC dip, and stainless steel finishes
are also available as alternate options.

Our powder coat finish assures a high level of adhesion
and durability by following these steps:

1. Sandblast

2. Epoxy primer electrostatically applied

3. Final thick TGIC polyester powder coat

Stainless Steel; 304 grade stainless steel material finished
in either a high polished shine or a satin finish.

In ground mount is embeddead into concrete base. Specify
in ground mount for this option.

Foot Mount has two 2.5"x6"x.25" feet with two anchars
per foot, Specify foot mount for this option,

Rail Mounted Downtown Racks are bolted to two
parallel rails which can be left freestanding or anchored
to the ground. Rails are heavy duty 3"x1.4"x3/16" thick
galvanized mounting rails. Specify rait mount for this optior,

Wall Setbacks:

For racks set paraltel to a wall:
Minimum: 24"
Recommended: 36"

For racks set perpendicular to a walk:
Minimum" 28"
Recommended; 42"

Distance Between Racks:
Minimum: 24"
Recommended: 36"

Street Sethacks:
Minimum; 24"
Recommended; 36"

1-P07-298-4915
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;}?-(g" DOWNTOWN RACK Installation Instructions - Surface Mount

Tools Needed for Installation

Tape Measure

Marker or Pencil

-Masonry Drill Bit

Drill {Hammer drill recommended)
Hammer

Wrench 9/16"

Level

Recommended Base Materials:

Solid concrete is the best base material for instafation. To ensure
the proper anchors are shipped with your rack, ask your Dero Rack
representative which anchor is appropriate for your application. Be
sure nothing is underreath the base material that could be damaged
by drilling.

Installation:

3/8" anchors are shipped with the rack. Place the rack in the desired
focation. Use a marker or pencil to autline the holes of the flange onto
the base material. Drill the holes i accordance with the specifications
shipped with the anchars. Make sure the holes are at least 3" away
from any cracks in the base material. Use washers to level rack if
necessary, Tap in anchors and follow your specific anchor instructions
provided with the rack,

Tamper Resistant Fasteners

The concrate spike is a permanent anchor. The top of the wedge anchor
can also be pounded sideways after installation so that it cannot be
removed. Other tamper resistant fasteners are alse available for purchase.

When usirg the special tamper resistant nuts, always set and first tighten
the anchors. Once the rack is installed, replace two nuts from the bracket
{opposite sides from each other) with the tamper resistant fastener, DO
NOT OVERTIGHTEN the tamper resistant nut.

C \3 i you have any questions abowt installation or other festures of the
@9 bowrtown Rack, please calf us toll free at 1-800-298-4915%

Concrele Spike

|
i
i

Mark holes

"

Wedge Anchos Titen Anchor

Standard Anchor Tyvpes

Drilf hale
3" Deep
/

i

SRR

Use washers
1o level rack

1
}
J
I
1

{Anchors will vary according
1o install surface)

Rreakaway Nut

Stainfess Tamper-

Fripla-siot Nut
Froof Nut

Concrete Spike

O RO @ B1KE RACKS ( @ WWW.dere.com @ |~@LO-268-49|5



3
},}?(j‘ DOWNTOWN RACK Installation Instructions - In Ground Mount

Tools Needed for Installation

A
Level Hole coring machine with 4" bit
Cement mixing tub Access to water hose
Shovel Materials to buitd brace (see "Install Tip" at

bottom of page e + Core 4" diameter
Trowel pag ) 33:36 foles 107 deep

Installing into Existing Sidewalk

Core holes ro less than 3" diameter (4" recommended) and 10" deep into
sidewalk. Fill holes with Por-Rok or epoxy grout. Place Downtown Rack into
holes, making sure the rack is level. 33"-36" of the Downtown Rack should
remain above the surface. If the Downtown Rack is less than 33" high, it
will not support the bike adequately. Make sure the rack is level and held
in place until the grout has set.

installing Into a New Sidewalk:

‘Sleeve Method:

1 Final grade leve!

Place corrosion resistant - Note: Steeve should have profile
to keep it from coming loose

steeve (min, 4" inside /7T T
diameter) in sand poul S N from hardened con\c\r\efe.
bed in exact location Lo Sand pour bed T
where rack will be installed.

Make sure top of sleeve is

at same level as desired

finished concrete surface,

Fill sleeve with sand 1o

!(EQD i ”.] place .and m\fem 1 Poured concrete

it from filling with concrete, 47" deep)

a Pour concrete and allow
to cure, /

B After appropriate cure time,
dig out sand from sleeves
and insert racks, making
sure they are level and at ,
the appropriate height.  Jrrrr
Bour in Por-Rok or epoxy
grout and aflow to set,

INSTALL TIP

An easy way 10 brace the Downtown
Rack while the grout sets is to holt
w0 1x4" boards together at one end
and clamyp them onto the legs of the

DERO @ BIKE RACGEKS / [;’; WWW.dero.com E03 1-000-200-4015
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RAIL MOUNTED OPTIONS

Rail mounted Downtown Racks are standard foot mounted Bowntown
Racks attached with bolts to a rail as in the diagram at left. Rail
mounted racks provide more flexibility than other mounting options
while providing the same degree of security.

Rail mounted Downtown Racks can be left freestanding, or they
can be anchored to the ground using several anchars. This option
allows for easier snow removal and sweeping. Installation of Rail
mounted Hoops is also much less expensive than embedding the
racks into the ground,

* Note: Though racks may be painted, the rails will remain with only
a galvanized finish

- Anchor runs through
raif imto base instail
surface

Advantages to rail mounted Downtown Racks:

e Easier and inexpensive installation
« (an be left freestanding or anchored to the ground
e Easier to remove for sweeping and snow removal

Applications where rail mounted racks work best:

= Installation to pavers

+ Asphalt Instatlations

* Ground, dirt, or mulch

+ Situations where the rack needs to be moved occasionally

3 Unit Rack
76" Long
Parks & Bikes +

4 Unit Rack
108" Long
Parks 8 Bikes

5 Unit Rack
146" Long
Parks 10 Bikes

6 Unit Rack
181" Llong
Parks 12 Bikes &

MNe-RO @ BIKE RACKS K @ WWW.dere.com &0} | -PO0-280-4915



P
;}?ﬁ‘ DOWNTOWN RACK Installation Instructions - Rail Mount

Tools Needed for Installation:;

916" Socket set

Two 4"x4"x28” (or larger) blocks

4 bolts, nuts and washers for every Hoop {included with rack}. If using a tamper
resistant nuts, install two tamper resistant nuts with each Hoop.

Installation Steps

n Lay out the two channel beams where the rack will be placed. Place the
two beams on top of the two blocks of wood so that the open part of the
channel faces the ground.

Place Downtown Racks on beams so holes in rack flanges fine up with
beam slots

Put bofts through Downtown Rack flange holes and beams so bolt head
faces up. HAND tighten the nuts using new flange nuts,

Once nuts are on, tip assembled rack over and use a 9/16" socket to
tighten nuts. Before fully tightening nuts, make sure the racks are straight
on heams. If using tamper resistant nuts, use access teol to tighten nuts,
Do not overtighten the tamper resistant nuts. Tip rack upright,

Anchoring the Rails

Te anchor the rails to concrete, place 3.75" wedge anchor through holes
in the rail into the concrete. Secure with nut.

e o Wedge anchor runs
i through rail into concrete

s Holes for mounting to surface
(if necessary)

DR @ BIKE RACEKS K @ WWW.derz.com 93 |-P00-299-4915
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ARC RACK

* High gecurity :
* Superior bike support
* AMttractive gesmertric daéi@h

Clean, simple, elegant and practical: the Dero Arc Rack parks
bicycles with additional flair when more than a plain rack is
needed. Square tubing provides function and style with clean
geometric lines and resistance to pipe-cutters — a tool of choice

among bike thieves.

Your Logo Here!

We can include your
organization’s logo in the center
of a specially designed Dero
Arc Rack. Contact us for more
details on this unique option.

L) www.ders.com 702 1.009.227.6729

@ printed #h roo\/olad paper




Specifications and Space Use

Product Dero Arc Rack
As manufactured by Dero Bike Racks

Capacity 2 Bikes

Materials 2" % 2" x 316" sguare tube.

5

Finishes An after fabrication hot dipped galvenized finish is
our standard option. 250 TGIC powder coat colors,

thermoplastic coating, PYC dip, and stainless stee! finishes
are also available as alternate options.

Our powder coat finish assures a high level of adhesion
ang durability by following these steps;

1. Sandblast

2. Epoxy primer electrostatically applied

3. Final thick TGIC polyester powder coat

Staintess Steel: 304 grade stainiess steel material finished
! in either a high polished shine o a satin finish.

o,
Installation In ground mount is embedded into concrete base. Specify
in ground Surface Methods in ground mount for this option.
- @ Foot Mount has two 3.5"x6"x.25" feet with two anchors

per foot. Specify foot mount for this option.

Space Use and  Wall Setbacks:

Sethacks For racks set paralle! to a walk:
Minimum: 24"
Recommended: 36"

For racks set perpendicular to a wall:
Minimum" 28"
Recommended: 42"

Distance Between Racks:
Minimum: 24"
Recommended: 36

Street Setbacks:
Minimum: 24"
Recommended: 36"

DO BIKE RACKS ( ) www.derscom £03 1.222.237.6729
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installation instructions - Surface Mount

Tools Needed for Installation

Tape Measure
Marker ar Pencil
Masonry Drill Bit 3/8"

Drill {(Hammer drill recommended) @
Hammer ‘ol
Wrench 8/16” | J
Level D
o o =
bt o ]
Recommended Base Materials: Concrete Spike Wedge Anchor Titen Anchor
Solid concrete is the best base material for installation. To ensure Standard Anchor Types
the proper anchors are shipped with your rack, ask your Dero Rack
representative which anchor is appropriate for your application, Be
sure nothing is underneath the base material that could be damaged
by drilling.
.. Drill hole
. n a i 3" Deep
Installation: 4/

\\ Mark holes

3/8" anchors are shipped with the rack. Place the rack in the desired
focation, Use a marker or pencil to outline the holes of the flange onto
the base material. Drill the hales in accordance with the specifications
shipped with the anchors. Make sure the holes are at least 3" away
from any cracks in the base material. Use washers to level rack if
necessary. Tap in anchors and follow your specific anchor instructions

provided with the rack. 5
i Use washers
! to level rack

{Anchors will vary according
to instalf surface}

Tamper Resistant Fasteners

The concrete spike is a permanent anchor, The top of the wedge anchor
can also be poundad sideways after installation so that it cannot be
removed. Other tamper resistant fasteners are also availabie for purchase.

When using the special tamper resistant nuts, always set and first tighten Brekawey Nut - Staidiess Temper- - Tripfe-sfot fiut
the anchors. Once the rack is installed, replace two nuts from the bracket

{opposite sides from each other) with the tamper resistant fastener, DO
NOT OVERTIGHTEN the tamper resistant nut.

Concrete Spike

C O‘Q If you have any questions about installation or other features of the Arc
d_) Rack, please calf us toll free at 1-888-337-6729

MNDEERO BIKE RACEKS ( g;_] www.derscom E 100 227.L729
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;M Installation Instructions - In Ground Mount

Tools Needed for Installation

Levai Hote coring machine with 4" bit

Cernent mixing tub Access to water hose

Shovel Matesials 1o build brace (sea "Install Tip”
Trowe! bottem of page)

Installing into Existing Sidewalk

Core holes no less than 4” diameter and no less than 11" deep into sidewalk,
£ill holes with Super Por-Rok or epoxy grout. Place Arc Rack into holes,
making sura the rack is level. The welds at the base should be just beliow the
surface. Make sure the rack is level and held in place untit the grout has set.

Installing Into a New Sidewalk:

1 Finaf grade level

Place corrosion resistant
sleeve (min. 4" inside
diameter} in sand pour
bed in exact location
where rack will be installed.
Make sure top of sleeve is
at same level as desired
finished concrete surface.
Fifl steeve with sand to
keep it in place and prevent
it from filling with concrete,

b Sand pour bed

1 Poured concrete

Pour concrete and allow (4-7" deep)

to cure,

After appropriate cure time,
dig out sand fram sleeves
and insert racks, making
sure they are level and at
the appropriate height,
Pour in Super Por-Rok or
epoxy grout and aliow to
set.

INSTALLTIP

An easy way to brace the Arc Rack
white the grout sets is to bolt two 1x4”
boards together at one end and clamp
them cnto the legs of the Arc Rack like
a clothes pin,

at

Note: Steeve shauld have profile
to keep it from coming loose
from hardened concrete.

( @ WWW.derz.com & LoPY.257. 0729
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Standard Powder Coat Colors

TGIC Powdercoat Finish

We offer over 250 high quality TGIC powder coated colors and specialize in matching
color schemes. Our powdercoat finish starts with a sandblast treatment which cleans and
etches the steel surface. An epoxy primer is electro-statically applied to ensure excellent
adhesion to the base steel, and to protect the steel against corrosion and scratches. A
final TGIC powdercoat is electro-statically applied and baked on to give the rack the final
color and an additional layer of protection.

These swatches are '
approximate only. Colors look
different on different printers
and computer monitors. If your
color match is critical, please
request actual powder coated
color samples.

White Black Light Gray Deep Red Yellow
; RAL 7042 RAL 3003 RAL 1023

Bright Yellow Orange Blue Sky Blue Hunter Green

RAL 2004 RAL 5005 RAL 5015 RAL 6005
Light Green Green Sepia Brown Bronze Silver
RAL 6018 RAL 6016 RAL 8014 9007
Fo 888 337 6729 96123312731 X www.pero.cOM 2322657 32nd AVE'S MPLS  MN 55406

" Printed on recycled paper



